
Orthodyne supplies turn key solutions (customisable)
>  Combination of Orthodyne 

and trusted partners analysers 
to provide the required analitical systems

> Integration into 19“ cabinets
> Automatisation / Software / PC
> ATEX cabinets, Shelter housing, CEMS applications

Lines 5000 and 8000Line 500 Line 600 Engineering

The DID500/HE is an Helium plasma system that measures Ne, 
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, Ar, O
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, CO, CO2 and Xe, in Helium, Argon, 

Hydrogen, Nitrogen, Oxygen, Carbon Dioxide, Krypton or Xenon.

The DID500/AR is an Argon plasma  
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 in  Argon.

The FID500 is a Flame Ionisation system that measures 
CH

4
 , CO, CO

2
 , NMHC (can be separated) in Helium, Argon, 

Oxygen, Carbon Dioxide, Nitrogen, Hydrogen or Air.

The TCD500 is a Thermal Conductivity system that 
measures mixtures of H
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 , Kr, 

Ne, Xe, He in ppm or in % level.
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Process Gas Chromatographs
Analytical System
> Production control
> Stand alone analyser

Laboratory Gas Chromatographs
Analytical System
> Filling plants
> Truck loading stations

On-line analysers

External PC controlled using Chromdyne Software
Possible remote control

DID/HE - ppb-ppm

FID + Methaniser - ppb-ppm-%
TCD - ppm-%

DID/AR - ppm

Chromdyne 
> Controls several analysers simultaneously
> Suitable for Network applications
> Enables any specifi c analysis sequences
> Easy parameters access
> Automatic analysis Backup
> Individual analysis repports for each detector (printable)
>  Available in French, English and German (other languages on request).

•  Customisable 
The Line 600 can be customised to answer 
any analytical applications (as Line 500)

•  Different software 
Chromdyne, Chromview, Acquisoft, Medios, 
Indios, Orthobackup, Medidyne, LogMeIn

•   FID510 (FID511)
CH

4
/NMHC analyser

•  FID520 (FID521)
Carbotras analyser

•  FID530 (FID530/UMTR)  
1 Valve /1 Column

•  FID540 (FID540/UMTR)
1 Valve /2 Columns

•   FID550 (FID550/UMTR) 
2 Valves /1 Column

•   FID560 (FID560/UMTR)
2 Valves /2 Columns

•   FID570 (FID570/UMTR)
 3 Valves /1 Column

•   FID580 (FID580/UMTR)
 2 Valves /2 Columns
+ external rack

Communication possibilities  : ModBus, Profi Bus, RS232/RS485, 4/20 mA, Ethernet (LogMeIn Software)

Plasma Analyser : N
2
 ppm analyser in Ar 

or in He

FID Analyser : THC ppm anlyser in Ar, He, H
2 
, N

2 
, O

2 
, 

Air, Kr, Xe, CO
2

•  …510  : 1 Valve /1 column

•  …520 : 1 Valve /2 columns

•  …530 : 2 Valves /1 column

•  …540 : 2 Valves /2 columns

•  …550 :  2 Valves /2 columns
+ external rack

DID/HE
 DID/AR
TCD

DID/HE - ppb-ppm

DID/AR - ppm

FID + Methaniser - ppb-ppm-%

TCD - ppm-%

Complete range 1PPB -> 100%

AZ5100/5105/5110

Multi Cabinet

Semiconductors 
Applications

Medical 
Applications

CO2 for Food and Beverage Applications

AZ8000 
Duty Cycle Controlled System analyser (decreasing 
contamination and coating inside the Plasma cell)

Orthodyne has the appropriate 
equipment to meet the 
requirements of the semiconductors 
industry, enabling detection 
threshold in the ppb order.

Orthodyne has developed 
specifi c analysers complying 
with the European 
Pharmacopeia standards.

The food industry is one of the most strictly regulated 
sectors in matters of quality control. In response to these 
demands, Orthodyne has developed devices complying with 
the EIGA standards.

ODP5000 
Moisture capacitive analyser - Al

2
O

3
 sensor

THC5000/5005/5010 

PUR8000 
Gas purifi ers (Ar, He, N

2
, H

2
)

Suitable for :

• Carrier gases for GC applications

• Zero line (ex : AZ8000)

Gas connections

• Swagelok Gas connections

• VCR Gas connections

OZR5001/5002/5003/5004 
Zirconium Oxygen analyser (0.01 ppm -> 25%)

OPM5001/5002/5003/5004  
Paramagnetic Oxygen analyser (0-100%)


